TRAFFIC CONTROL FOR CORING

TWO LANE., TWO WAY ROADWAYS

Notes

1. The working vehicle shall
display a 360 degree flashing
or rotating beacon.

2. The protection vehicle shal l

//ﬁ—fWorK vehicle
display a 360 degree flashing
///f*F\GShfﬂg or rotating beacons or rotating beacon. Two high

infensity flashing |ights mounted

N

3. A flagger shall be used to

protect the work area and

Varies warn oncoming traffic.

‘ | 4. This application is for
use during daylight hours
and in areas of good

F lagger visibility only.
500

Protection vehicle
.4///////f447F\GShfﬁg or rotating beacons
High intensity
flashing lights

Truck mounted
attenuator — optional

Flashing or rotating beacons
High inftfensity
flashing |ights

17
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Typical Protection vehicle

on the rear adjacent fto the sign.

OF HOT BITUMINGOUS

PAVEMENT D—r04-2

MULTILANE ROADWAY

Notes

1. The working vehicle shall
display a 360 degree flashing
or rotating beacon.

2. The shadow vehicle shall

Work vehicle display a 360 degree flashing

//'F‘erWng or rotating beacons or rotating beacon, a Sequencing

Arrow Panel Type C, operated in
the chevron mode.
3. This application is for
use during daylight hours
and in areas of good

visibility only.

500" to 1000’

——— Protection vehicle

<<

Sequencing Arrow Panel

——Flashing or rofating beacons Type C - Chevron Mode

\\\\ggiSequechmg Arrow Panel

Type C — Chevron Mode
\\\\\¥Truck mounted

attenuator — optionadl W21-4-48

Sequencing Arrow Panel
Type C — Chevron Mode
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